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JOINTING NOTES

ALL EXPOSED JOINT EDGES SHALL BE EDGED WITH AN APPROVED TOOL
HAVING A RADIUS OF %" OR STONED TO PRODUCE THE %" CHAMFER.

ALL LONGITUDINAL AND TRANSVERSE CONTRACTION AND CONSTRUCTION
JOINTS SHALL BE SAWED.

ALL TIE-BARS SHALL BE SECURELY HELD IN PLACE BY SUPPORT PINS OR . ' -
OTHER METHODS TO PREVENT SHIFTING DURING AND AFTER CONCRETE 8 SPACES © 125" = 100 25P. 015 = 30
PLACEMENT. SUPPORT PINS SHALL BE OF SUFFICIENT LENGTH 10 MATCH EXISTING

REVISION

PENETRATE AT LEAST 6" INTO THE SUBGRADE. CONC. PAVEMENT‘\

ALL TIE-BARS SHALL BE PLACED AT A POINT NOT EXCEEDING 15" OR . € " . < —
CLOSER THAN 6" FROM A TRANSVERSE, CONTRACTION, EXPANSION, OR
CONSTRUCTION JOINT AND SPACED 30" ON CENTERS AND SHALL BE NQ. 5

DATE

FORMED_BARS, 30" IN LEN

ALLOWABLE TOLERANCES FOR GROOVE DEPTH WILL BE +%" FOR T + + + + 4 + 4 4
CONSTRUCTION JOINTS AND +%" FOR CONTRACTION JOINTS. L L

THE COST FOR THE TIE-BARS, SAWING AND SEAUNG SHALL BE INCLUDED IN ‘ 1
THE COST OF THE P.C.C. PAVEMENT. STA. 30+26.2 STA. 31+26.2

PRIOR TO PLACING ADJACENT PAVEMENT SECTIONS, THE VERTICAL EDGE 260.00° L. 260.00° LT. T
SHALL BE CHECKED FOR TRUENESS IF THE FACE IS BURRED OR IRREGULAR, 1
THE CONTRACTOR SHALL GRIND, STONE OR SAW THE FACE A MINIMUM OF
2" IN DEPTH TO PRODUCE A SMOOTH AND STRAIGHT FDGE.
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WHEN CONSTRUCTING "FILL-IN" PAVEMENT LANES THE CONTRACTOR SHALL STA. 314762
USE BELTING OR OTHER PROTECTIVE MATERIAL FOR THE PAVING MACHINE TO 45 OO'+LT . STA. 31’+5T6<2
TRAVEL ON AND WILL ROPE THE TRANSVERSE JOINTS. 3 . 245.00° LT,
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JOINT SEALANT SHALL BE AS SPECIFIED IN THE SPECIAL PROVISIONS ITEM
501-2.5.

COLES COUNTY AIRPORT

CURING COMPOUND WILL BE AS SPECIFIED IN THE SPECIFICATIONS, ITEM SEE DETAL ngw\

ALL NON-ALIGNED EDGES WILL BE SAWED FULL DEPTH.

ALP. PROJ.: 3-17-0066-823

IL. PROJ.: MT0-3856
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501-3.17 AND SHALL BE APPROVED PRIOR TO THE PAVING OPERATION BY
o L . w‘ Lo, "' . o 5 10 2
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THE ENGINEER.
o
; HALF SIZE SCALE: 1"= 20’
FULL SIZE SCALE: 1"= 10’
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PROPOSED JET FUEL @

1526 South Sixth Street
Springfield, ilinois 62703-2886

3/8"

1/47
Hanson Professional Services inc.

RESISTANT SILICONE SEALER

PROPOSED JET FUEL RESISTANCE—"" %
SILICONE JOINT SEALER

Offices Nationwide

EXISTING *{T— PROPOSED
PCC PAVEMENT %) PCC PAVEMENT
N JI™—PROPOSED 1" BACKER ROD
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1' |_—NON-EXTRUDING PREMOLDED
COMPRESSIBLE MATERIAL

PROPOSED 1/2" BACKER ROD
PROPOSED SECOND SAW CUT—"
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